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DESCRIPTION

1.0) CHEMICAL FEEDER: Shall consist of fiber reinforce polyester seamless body as manufactured by Pentair. Body shall have inlet/outlet/drain and fill port. Fiberglass Feeder will be installed as per manufacturer's recommended installations and be completed with valve package and noted accessories below. Fiberglass feeder is rated 150 PSI @ 120° F.

MATERIALS

2.0) STYLE: (check one)

· FLAT BOTTOM: Feeder shall have side inlet and outlet 3/4” fittings with CPVC o-ring sealed closure.

· DOME BOTTOM: Feeder shall have side inlet and outlet 3/4” fittings, CPVC o-ring sealed closure, bottom drain 1” fitting and self-supporting ring stand.

2.1) VALVE PACKAGES: Shall be supplied to complete the installation as recommended by manufacturer: (check one)

· FLAT BOTTOM VALVE PACKAGE: Shall be complete with 3/4” PVC inlet and outlet isolation valves, inlet and outlet unions and drain valve with installation tee.

· DOME BOTTOM VALVE PACKAGE: Shall be complete with 3/4” PVC inlet and outlet isolation valves, inlet and outlet union and drain valve.

2.4) FEEDER SIZE: Shall be of proportionate size as to not create strain to fill / recharge: (check one)

· 2 gallon vessel, 6” diameter, height not to exceed 32 inches with 2-5/8” fill port.

· 5 gallon vessel, 10” diameter, height not to exceed 32 inches with 4” fill port.

· 12 gallon vessel, 10” diameter, height not to exceed 53 inches with 4” fill port.

2.5) ACCESSORIES: Feeder shall be supplied with the following accessory items to complete installation:

(check all that apply)

· AIR RELEASE: Shall be supplied and installed in closure to relieve trapped air.

· FILL FUNNEL: Shall be supplied and installed in closure with isolation valve and installation nipples, to recharge feeder without opening closure.

· INTERNAL STRAINERS: Shall be supplied and installed inside feeder vessel to insure that solid chemicals can not be dispersed into closed loop system.

· SIGHT FLOW INDICATOR: Shall be supplied and installed to inlet side of feeder, with installation fitting, as manufactured by Blue White Industries. Flow rate shall be 0-10GPM with control valve.

2.6) INSTALLATION: Feeder shall be installed: (check one)

· PUMP DIFFERENTIAL: Using the system recirculation pump, the feeder shall plumb with inlet on the discharge side and the outlet on the suction side of pump. This flow shall be regulated to less than 5 gallons per minute and less than 10 pounds of pressure differential.

· MAIN LINE VALVE: Using a system main line throttling valve, the feeder shall plumb with inlet on the inlet side of the throttle valve, and the outlet on the outlet side of the throttling valve. This flow shall be regulated to less than 5 gallons per minute and less than 10 pounds of pressure differential.

3.0) WARRANTY: Wingert Fiberglass Feeder are guaranteed for one year from the date of shipment against manufacturing defects in material and workmanship which develop in the service for which they are designed. We will repair or replace defective material when returned to our factory with transportation prepaid: providing that the material is found to be defective upon inspection. We assume no liability for labor and/or other expenses in making repairs or adjustments. All replacements will be F.O.B. factory. 
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