
MANUFACTURING: Mixers, Bypass Feeders, Filter Feeders, Bromine Feeders, Sample Coolers, Sludge Traps, Separators, Separator Systems, Tank Stands, 
Tank Package Systems, Glycol Feed Systems, Coupon Racks, Control Stations, NEMA Enclosures, Custom Packaged Systems and Specialty Welding
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Note: All dimensions are +/- 1/8".  All weights are approximate.  All dimensions are subject to change without notice.

Specification Sheet
DOUBLE WALL TANK-IN-TANK

MODEL [  ]-LL SS130400.A  03/17

1830-LL to 3550-LL 6590-LL 120160-LL to 220330-LL

MODEL DESCRIPTION A B C D E F G H WEIGHT

1830-LL 18 gallon tank with 30 gallon basin package 20 3/8" 22 13/16" 23" 6 1/2" 7" 2" FNPT 8" vented 
manway 1 3/8" 25 lbs.

3550-LL 35 gallon tank with 50 gallon basin package 27 5/8" 30 1/16" 24 1/2" 7 1/2" 8" 2" FNPT 8" vented 
manway 1 3/8" 44 lbs.

6590-LL 65 gallon tank with 90 gallon basin package 39 1/2" 41" 28" 8" 8" 2" FNPT 8" vented 
manway 1 3/8" 55 lbs.

120160-LL 120 gallon tank with 160 gallon basin package 49" 50 1/2" 33" 8" 8" 2" FNPT 8" vented 
manway 1 3/8" 78 lbs.

160210-LL 160 gallon tank with 210 gallon basin package 60" 61 1/2" 33" 8" 8" 2" FNPT 8" vented 
manway 1 3/8" 139 lbs.

220330-LL 220 gallon tank with 330 gallon basin package 53" 53 1/2" 48" 8" 8" 2" FNPT 8" vented 
manway 1 3/8" 215 lbs.

Shown above: 3550-LL-BLUE

SPECIFICATIONS

KEY DESCRIPTION

[  ]-LL

TANK: Constructed of low linear natural white polyethylene with built-in 
secondary containment. Top molded with pump pad, (two on larger sizes), 
and bulkhead style 2" NPT fittings for mixer mount and level sensor. 
Standard 8” vented manway for ease of filling.

[  ]-LL-BLUE

TANK: Constructed of low linear blue polyethylene with built-in 
secondary containment. Top molded with pump pad, (two on larger sizes), 
and bulkhead style 2” NPT fittings for mixer mount and level sensor. 
Standard 8” vented manway for ease of filling.

NOTE: Place gallons inside [  ] for complete part number.
           Other colors are available.  Please consult the factory for assistance.


